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SC TERMINATION FIBER OPTIC FTTH DROP PATCH CABLE 

Description: 
- The FTTH drop cable patch cord, with connector pre-terminated in each end of cable to make 
connection which allow rapidly and conveniently plug the cable to optical transmitter, receiver, 
PON boxes and other telecommunication equipment during FTTH network constructions. 
- The FTTH drop cable patch cord construct by 2 sides of terminal connector and FTTH drop cable 
among. 
- The FTTH drop cable patch cord can be offerred user different kind cable with different terminal 
connectors such as: SC, FC, LC, ST. The cable is available with flat type, round type and figure 8 
type according to application requirements. 
- The FTTH drop cable patch cord is consist of high grade connectors with the ferrule is made of 
zirconia.
- The FTTH drop cable patch cord can be produced with different lengths such as 0.5m, 1m, 2m, 
3m, 5m, 10m, 15m, 20m, 30m, 50m, 70m, 100m, 200m and etc.

FTTH Drop cable constructions: 

Feature: 
- Low Insertion Loss,
- High Return Loss
- Good Repeatability and Interchangeability
- 100% tested before shipment
- Compliant with ROHS. 

Application:
- FTTx
- Passive Optical Networks (PON)
- Long-haul
- Metro
- Access System
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- Fiber CATV 
- Fiber Network System

Specification:

Item Unit

- Common Connector: FC, SC, LC, ST, E2000, DIN, …

- Waterproof connector: Huawei Mini SC, Nokia NSN, 
Sony Ericson FullAxs, ODVA, PDLC, ….

SM

UPC APC

Insertion loss(typical) dB ≤0.3 ≤0.3

Return loss dB ≥50 ≥60

Operating wavelength nm 1310, 1510

Exchengeability dB ≤0.2

Vibration dB ≤0.2

Operating temperature °C -40~75

Storage temperature °C -45~85

Cable Diameter mm 2*5mm

Cable type 
- Indoor FTTH Drop cable
- Outdoor FTTH Drop cable

Fiber Core

1 core
2 cores
4 cores
12 cores

Cable sheath
- PVC
- LSZH

Cable color
- Black
- White

FTTH drop cable choose: 
- Use for indoor:
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- Use for outdoor:

PACKING AND SHIPPING: 
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