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SC Fiber Optic Fast Connector

Description: 
- The Fiber Optic Fast Connector make fiber terminations quick, easy and reliable. 
- These fiber optic connectors offer terminations without any hassles and require no epoxy,
no polishing, no splicing, no heating and can achieve similar excellent transmission 
parameters as standard polishing and splicing technology. 
- The pre-polished connectors are mainly applied to FTTH cable in FTTH projects, directly 
in the end user site.
- This kind of  fiber optic fast connector is designed for fast and simple field termination of 
single fiber, without polishing or epoxy. 
- The Connector is made with precision and high quality zirconia ferrules and provides a 
highly reliable connection in most of the network application. 
- The SC type is available with 250/900um buffed fiber, 2.0mm,1.6mm x 2.0mm, 2.0mm x 
3.0mm and 3.0mm jacket cable. 
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Features 
- Fiber optics is aligned in V-groove through the ceramic ferrule;
- Side cover design provide complete preservation of the matching liquid;
- Ceramic ferrule with pre-embedded fiber is polished to APC/UPC;
- Length of the FTTH cable is controllable;
- Simple tooling, easy operation, portable style and reusable design;
- Quick and easy fiber termination; 
- Reusable termination capability up to 10 times; 
- Easy to deploy fiber solution;
- High success rate of connections; 
- Low Insertion & Back Reflection; 
- No special tools required.

Application 
- FTTx ( FTTA, FTTB, FTTH, FTTO, …);
- Telecom distribution;
- LAN (Local Area Networks); 
- WAN;
- Passive Optical Networks;
- Metro; 
- Fiber Optic Testing; 
- Broadband;
- CATV, ...

Specifications
Item KCO-SCA-55 FPT

Cable Scope 2*3mm 

Fiber Diameter 125μm (G652 & G657)

Coating Diameter 250μm

Working wavelength 1310nm, 1490nm, 1550nm

Operation Time about 15s (exclude fiber presetting)

Insertion Loss ≤ 0.4dB

Return Loss ≥ 40 dB

Success Rate >95%

Number of reuse >10 times

Cut fiber length 10 mm

Force holds 2 x 3mm cable type at the 
beginning of the fast connector

≥ 40 N, loss ≤ 0.4 dB (sample cable length: 22 
- 28 cm, test time: 2 minutes)

Working temperature -10~+60°C

Warranty time 12 month after shipping date

Fiber cleaver Flat fiber cleaver
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Structure:

Products Packing:
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